The following is a summary of changes in the 2025 WCMA Technical Regulations, Race.

Section 3.5 - SPEC MIATA
C.1 - Indry conditions the spec tire is the Maxxis Victra VR-2 205/50ZR15.

Appendix 1, Roll Cage Specifications

Added 2. Roll cage specification for a particular class to be specified in an approved supplementary
regulation for an event.

Appendix 2 - Vehicle Requirements
Section B. Onboard Fire Suppression Systems

Added note: “A FIA or SFl approved fire suppression system will be mandatory for all classes except
Ice Racing as of May 1st, 2026”

At the 2024 WCMA fall AGM it was proposed to make fire suppression systems mandatory. We have
added a note for competitors to budget for this transition starting in the 2026 summer racing
season.

Section J. Fuel System

Added 8.c / 8.fv to permit a fuel cell to be added to extend the vehicle’s fuel capacity. Please
consult the section for the exact details and permitted classes.

Section T. Battery
Modified rules as below

3. LiFePO4 batteries may be used. Other Lithium-lon batteries shall not be added or used as a
replacement battery in internal combustion engine race vehicles.

4. Where permitted in the individual class preparation regulations, the battery may be relocated.
4.a. If a flooded Lead Acid battery is relocated it must be enclosed in a ventilated and Insulated
box.

Explanation: It wasn’t clear that only flooded (wet cell) lead acid batteries require a ventilated box.
Ventilation is not required for an AGM lead acid battery.

Appendix 4, Competitor Safety Equipment
Section B. Helmets

Updated helmet specifications to include latest SFl specification (SA2025), removed old helmet
specifications.



